1. Use In conjunction with Speclal Provislons for Modular Retalning Wall
System, with name of three systems specified.
2. Use In conjunction with Special Provisions for Pipe Underdra

inNs,

CA 16, without Fabric Envelope.

$$DATESS

FRONT VIEW

INSTALLATION OF COURSES IN RUNNING BOND
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At the Contractor’s option the portion of
the stone wall below top of sidewalk
elevation may be constructed with class SI
concrete.The width shall match the width
of the modular block plus the 300(12)
maximum french,

100(4) Plpe Underdrains shall outet Into inlets
or storm sewer.,

Pipe drains and pipe underdrains shall meet the
requirements of the applicable portlons of
sectlon 601 of the Standard Speciflcations.

Preformed expansion joint filler shall be placed
between the gutter or sidewalk and the wall,

The geotechnical fabric shall meet the requirements
of the appllcable portions of Sections 210 and 1080
of the Standard Specifications.
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Aompccfed Granular Fill (CA 6 or 10)
or 100(4) Non-reinforced Concrete Pad

/—Prefor'med Expansion Joint, 20(¥y)

Gutter or P.C.C. sidewalk

Set back according to
Manufacturer’s Specification

25(1) Concrete slab
(Required with

Granluar Fill only)
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CONCRETE ALTERNATE
(See Note 1)

Concrete Modular

/W' Retalning Wall

Set back according to
Manufacturer’'s Specification

/Preformed Expansion Joint, 20(¥y

Gutter or P.C.C. sldewalk

All dimenslons are In millimeters
{Inches) unless otherwlse noted.
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